New York designer David Weeks founded the studio in 1996 as an umbrella for his diverse interests, which range from metal fabrication techniques to contemporary toy culture.

Over the past two decades, a core grouping of elemental lighting fixtures has evolved into a diverse collection also featuring upholstered seating, side tables, and sculptural objects with a simpatico sense of materiality and detailing. The opening of the Tribeca storefront—one part gallery, one part creative lab—now provides an opportunity to showcase the full breadth of our collaborations and capabilities.

The studio celebrates its twentieth anniversary with the launch of a new lighting collection. OTTO is the brand’s eighth collection, amplifying our signature design language—a play of levity, balance and reduction—to a more extreme expression. The milestone also coincides with a move from our original location in Dumbo to a purpose-built production facility in Bedford-Stuyvesant. After two decades, the studio remains New York-based and Brooklyn-made.
Adjustable Arc Lamp

No. 109

Description
The Adjustable Arc features a counterweighted arm that adjusts up and down to desired height. The handspun aluminum shade rotates 320 degrees to allow for focused directional light.

Materials
Shade: Powder coated aluminum
Frame: Plated steel or brass
Counterweight: Power coated steel

Shade Color
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Bottle shade only
- Ivory Satin (ivory satin interior)

Custom colors available.

Shade Style
Bottle or Bullet shade

Finish
- Polished Nickel
- Brushed Brass

Lamping
US/Canada: A19 or A15 60W max
Europe: E27 base 60W max
Note: Bulbs not included. Halogen bulbs not recommended.

Wattage
60 watts max

Weight
3 lbs (1.4 kg)

Remarks
Available to be wired UL.
Bottle shade: On/Off switches on cord and shade.
Bullet shade: On/Off switch located on cord.
Cord color is black;
length approx. 7 feet.
Counterweight and arm adjustment are always black.
Total arm length includes shade & counterweight.
Indoor use and dry locations only.

Dimensions
Base: 9” (23 cm)
Height variable.
Adjusts up to 36.5” H (93 cm)
Arm length: 33” (84 cm)

---

Adjustable Arc Lamp
No. 109

32” (81 cm) as shown

27.63 (69.7 cm) as shown

9” (23 cm)

David Weeks Studio

STOREFRONT
38 Walker Street
New York, NY 10013

www.DavidWeeksStudio.com

February 2017
Sarus Desk Lamp
No. 113

**Description**
The Sarus shade is mounted to a hand bent steel frame. The powder coated aluminum shade rotates for directional light.

**Materials**
- Shade: Powder coated aluminum
- Frame: Plated steel or brass
- Base: Powder coated steel

**Base & Shade Color**
- Black Satin (ivory satin interior for shade)
- Grey Gloss (ivory satin interior for shade)
- Ivory Satin (ivory satin interior for shade)

**Finish**
- Polished Nickel
- Brushed Brass

**Lamping**
- US/Canada: T10 tubular incandescent 60W max
- Europe: E27 base (tubular 32mm recommended) 60W max
- Note: Bulbs not included. Halogen bulbs not recommended.

**Wattage**
60 watts max

**Weight**
4.5 lbs (2 kg)

**Remarks**
Available to be wired UL.
- On/Off switch on cord.
- Shade and base are same color.
- Shade swivels 320 degrees.
- Cord color is black; length approx. 7 feet.
- Indoor use and dry locations only.

**Dimensions:**
31” D x 11” W x 13.5” H
(79 D x 28 W x 34 cm H)
## Boi Desk Lamp

No. 118

### Description

The Boi Desk Lamp features a powder coated steel shade and weighted ring base. With openings at the top and bottom of its rotating shade, the lamp casts directional and ambient light.

### Materials

- **Shade:** Powder coated steel
- **Frame:** Plated steel
- **Base:** Powder coated steel

### Base & Shade Color

- Black Satin (ivory satin interior for shade)
- Ivory Satin (ivory satin interior for shade)
- Orange Gloss (ivory satin interior for shade)

Custom colors available.

### Finish

- Polished Nickel

### Lamping

- **US/Canada:** G16.5 globe bulb 60W max
- **Europe:** E14 golf ball 60W max

Note: Bulbs not included. Halogen bulbs not recommended.

### Wattage

- 60 watts max

### Weight

- 4.1 lbs (2 kg)

### Remarks

- Not UL listed.
- On/Off switch located on cord.
- Shade swivels 320 degrees.
- Cord color is black; length approx. 7 feet.
- Indoor use and dry locations only.

### Dimensions

- 10.5” D x 8” W x 21” H

(27 D x 20 W x 53 cm H)
Kopra Table Lamp
No. 120

Description
With its shortened legs, the Kopra Table Lamp functions as a portable chandelier. Boi shades of varying size rest on a steel base, accented by an elongated oval handle. Each gloss shade rotates 320 degrees, radiating light from openings at the top and bottom.

Materials
Shades: Powder coated steel  
Frame: Powder coated steel  
Frame & Shade Color  
- Black Gloss (black gloss interior)  
- Grey Gloss (grey gloss interior)  
- White Gloss (white gloss interior)  
  Custom colors available.

Lamping
US/Canada: (11) G16.5 globe bulbs  
40W max, 20W recommended  
Europe: (11) E14 golf ball 40W max  
Note: Bulbs not included  
Halogen bulbs not recommended.

Wattage
440 watts max

Weight
21 lbs (9.5 kg)

Remarks
Not UL listed.  
On/Off switch located on cord.  
Cord color is black;  
length approx. 7 feet.  
Indoor use and dry locations only.

Dimensions
Approx diameter: 24” (61 cm)  
Height: 22.5” (57 cm)

24” (61 cm) approx diameter
Description
This desk lamp features a custom cement base, cast with precise calculations to create the groove which holds its hand formed brass arm. The arm is secured using a single wooden dowel, accented by a small Boi shade.

Materials
Shade: Powder coated steel
Frame: Finished brass
Base: Cement

Shade Color
- Black Satin (ivory satin interior)
- Grey Gloss (grey gloss interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

Base Color
- Natural Cement
- Darkened Cement

Finish
- Brushed Brass

Lamping
US/Canada: G16.5 globe bulb 60W max
Europe: E14 golf ball 40W max
Note: Bulbs not included.
Halogen bulbs not recommended.

Wattage
60 watts max

Weight
8.5 lbs (4 kg)

Remarks
Available to be wired UL.
On/Off switch on cord.
Cord color is black;
length approx. 7 feet.
Fixed shade does not swivel.
Indoor use and dry locations only.

Dimensions:
9.5” D x 6” W x 39” H
(24 D x 15 W x 99 cm H)
**One Arm Sconce**  
No. 202

**Description**  
The One Arm Sconce features a plated steel arm affixed to a solid wood wall mount and mounting ring. The arm swings from side to side with a handcrafted aluminum Bottle shade; a swivel range of 320 degrees allows light to be directed as needed.

**Materials**  
Shade: Powder coated aluminum  
Wall Mount: Finished wood  
Arm: Plated steel  
Mounting Ring: Plated steel or brass

**Shade Color**  
- Black Satin (ivory satin interior)  
- Grey Gloss (ivory satin interior)  
- Ivory Satin (ivory satin interior)  
Custom colors available.

**Finish**  
- Polished Nickel  
- Brushed Brass

**Weight**  
3 lbs (1.4 kg)

**Wall Mount**  
(to match specified shade)  
- Black Satin: Stained maple (wood grain visible)  
- Grey Gloss: Opaque paint on maple  
- Ivory Satin: Opaque paint on maple

**Also available:**  
- Natural Walnut (clear finish)  
- Natural Maple (clear finish)

**Lamping**  
US/Canada: A19 or A15 60W max  
Europe: E14 golf ball 60W max  
Note: Bulbs not included.  
Halogen bulbs not recommended.

**Wattage**  
60 watts max

**Remarks**  
UL listed.  
Hardwired is standard.  
Cord & plug custom.  
US: Switch is on shade.  
EU: Hardwired to wall; no switch on shade.  
Custom arm length available (3’ max).  
Mounting ring material matches arm finish.  
Walnut and maple wood mounts will vary in color from fixture to fixture.  
Indoor use and dry locations only.

**Dimensions**  
26.5” D x 5.5” W x 7.5” H  
(67 D x 13 W x 19 cm H)  
Wall mount diameter: 4.5” (11 cm)
**Two Arm Sconce**  
No. 203

**Description**  
The Two Arm Sconce features dual arms affixed to a solid wood wall mount and mounting ring. The arms swing from side to side with handcrafted aluminum Bottle shades, a swivel range of 320 degrees on each allows light to be directed as needed.

**Materials**  
- **Shade:** Powder coated aluminum  
- **Wall Mount:** Finished wood  
- **Arm:** Plated steel  
- **Mounting Ring:** Plated steel or brass

**Shade Color**  
- Black Satin (ivory satin interior)  
- Grey Gloss (ivory satin interior)  
- Ivory Satin (ivory satin interior)

Custom colors available.

**Finish**  
- Polished Nickel  
- Brushed Brass

**Weight**  
3.5 lbs (1.6 kg)

**Wall Mount**  
(to match specified shade)  
- Black Satin: Stained maple (wood grain visible)  
- Grey Gloss: Opaque paint on maple  
- Ivory Satin: Opaque paint on maple

Also available:  
- Natural Walnut (clear finish)  
- Natural Maple (clear finish)

**Lamping**  
US/Canada: A19 or A15 60W max  
Europe: E14 golf ball 60W max  
Note: Bulbs not included.  
Halogen bulbs not recommended.

**Remarks**  
- UL listed.  
- Hardwired is standard.  
- Cord & plug custom.  
- US: Switch is on shade.  
- EU: Hardwired to wall; no switch on shade.  
- Custom arm length available (3’ max).  
- Mounting ring material matches arm finish.  
- Walnut and maple wood mounts will vary in color from fixture to fixture.  
- Indoor use and dry locations only.

**Dimensions**  
- Height: 7.5” (19 cm)  
- Wall mount diameter: 4.5” (11 cm)  
- Arm Length: 26.5” (67 cm)  
- Wingspan: 53” (135 cm)
Shell Sconce

No. 206

<table>
<thead>
<tr>
<th>Description</th>
<th>Featuring our Shell shade, hand-formed by David in Brooklyn, the Shell Sconce rotates 320 degrees to provide directional light.</th>
</tr>
</thead>
</table>
| Materials     | Shade & wall mount: Powder coated steel  
Hardware: Plated brass  
Mount & Shade Color  
- Black Satin (ivory satin interior)  
- Grey Gloss (grey gloss interior)  
- Ivory Satin (ivory satin interior)  
Custom colors available. |
| Lamping       | US/Canada: G16.5 globe bulb  
40W max  
Europe: E14 golf ball 40W max  
Note: Bulbs not included.  
Halogen bulbs not recommended. |
| Remarks       | UL listed.  
Hardwired is standard.  
Switch on mount is custom.  
Indoor use and dry locations only. |
| Dimensions    | 8" D x 4.5" H x 8" W  
(20 D x 12 H x 20 cm W)  
Wall mount diameter: 5" (13 cm) |

| Hardware      | Nickel  
Brass |
|---------------|--------|

www.DavidWeeksStudio.com

February 2017
Boi Sconce

No. 209

Description
Featuring a steel shade with openings at both the top and the bottom, the Boi Sconce allows light to flow through the entirety of the fixture. Shade rotates to direct light horizontally or vertically.

Materials
Shade: Powder coated steel
Wall mount: Powder coated steel
Hardware: Plated brass

Mount & Shade Color
- Black Gloss (black gloss interior)
- Black Satin (ivory satin interior)
- Grey Gloss (grey gloss interior)
- Ivory Satin (ivory satin interior)
- Orange Gloss (ivory satin interior)
- White Gloss (white gloss interior)

Custom colors available.

Lamping
US/Canada: G16.5 globe bulb 60W max
Europe: E14 golf ball 60W max
Note: Bulbs not included.
Halogen bulbs not recommended.

Wattage
60 watts max

Weight
2 lbs (1 kg)

Remarks
UL listed.
Hardwired is standard.
Switch on wall mount is custom.
Shade swivels 320 degrees.
Indoor use and dry locations only.

Dimensions
10" D x 6" W x 5" H
(25 D x 16 W x 13 cm H)
Wall mount diameter: 5" (13 cm)
Big Boi Sconce

No. 214

<table>
<thead>
<tr>
<th>Description</th>
<th>Featuring a large steel Boi shade with openings at both the top and the bottom, the Big Boi Sconce allows light to flow through the entirety of the fixture. Shade rotates to direct light horizontally or vertically.</th>
</tr>
</thead>
</table>
| Materials   | **Shade:** Powder coated steel  
Wall mount:  
Powder coated steel  
**Hardware:** Plated brass |
| Mount & Shade Color |  
- Black Gloss (black gloss interior)  
- Black Satin (ivory satin interior)  
- Grey Gloss (grey gloss interior)  
- Ivory Satin (ivory satin interior)  
- Orange Gloss (ivory satin interior)  
- White Gloss (white gloss interior)  
  
Custom colors available. |
| Lamping | **US/Canada:** A19 or A15 60W max  
**Europe:** E27 base 60W max  
**Note:** Bulbs not included  
**Halogen bulbs not recommended.** |
| Wattage | 60 watts max |
| Weight | 3 lbs (1.4 kg) |
| Remarks | **UL listed.**  
**Hardwired is standard.**  
**Switch on wall mount is custom.**  
**Shade swivels 320 degrees.**  
**Indoor use and dry locations only.** |
| Dimensions | 11” D x 8.25” W x 6.5” H  
(30 D x 21 W x 17 cm H)  
**Wall mount diameter: 5” (13 cm)** |

---

**Technical Specifications**

---

**STOREFRONT**
38 Walker Street  
New York, NY 10013

www.DavidWeeksStudio.com

February 2017
Description
The classic Tripod features three counterweighted arms that adjust up and down and swivel side to side. Handspun shades on each arm rotate 320 degrees to provide additional flexibility. May be ordered with Bullet or Bottle shades.

Materials
Shades: Powder coated aluminum
Frame: Plated steel
Counterweight: Powder coated steel

Shade Style
Bottle shade or Bullet shade

Shade Color
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Bottle shade only
- Ivory Satin (ivory satin interior)
Custom colors available.

Finish
- Polished Nickel

Lamping
US/Canada: (3)A19 or A15 60W max
Europe:
Bullet: (3)E27 base 60W max
Bottle: (3)E14 base 60W max
Note: Bulbs not included.
Halogen bulbs not recommended.

Wattage
180 watts max

Weight
16 lbs (7.3 kg)

Remarks
Not UL listed.
Bottle shade:
US: On/Off switch on shade, dimmer on cord.
EU: On/Off dimmer switch on cord.
Bullet shade:
On/Off dimmer switch on cord.
Cord color is black; length approx. 10 feet.
Indoor use and dry locations only.

Dimensions
Base: 22.5" D x 16" W
(57 D x 41 cm W)
Max depth: 35.5" (89 cm)
Height variable:
Min height: 42" (107 cm)
Max height: 70.5" (179 cm)
Wingspan: 46" (117 cm)
### Doublepod

No. 305

**Description**

The Doublepod is a standing lamp that features two counter-weighted arms that adjust up and down and swivel side to side. Handspun shades rotate 320 degrees to cast light directionally.

**Materials**

- **Shades:** Powder coated aluminum
- **Frame:** Plated steel
- **Counterweight:** Powder coated steel

**Shade Style**

Bottle shade or Bullet shade

**Shade Color**

- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Bottle shade only
- Ivory Satin (ivory satin interior)

Custom colors available.

**Finish**

- Polished Nickel

**Lamping**

- **US/Canada:** (2) A19 or A15 60W max
- **Europe:**
  - Bullet: (3) E27 base 60W max
  - Bottle: (3) E14 base 60W max
- Note: Bulbs not included.
- Halogen bulbs not recommended.

**Wattage**

120 watts max

**Weight**

15 lbs (7 kg)

**Remarks**

- Not UL listed.
- Bottle shade: US: On/Off switch on shade, dimmer on cord.
  - EU: On/Off dimmer switch on cord.
- Bullet shade: On/Off dimmer switch on cord.
- Cord color is black; length approx. 10 feet.
- Indoor use and dry locations only.

**Dimensions**

- **Base:** 22" D x 17" W
- (56 D x 43 cm W)
- **Max depth:** 32" (81 cm)
- **Height variable.**
- **Min height:** 44" (112 cm)
- **Max height:** 67.5" (172 cm)
- **Wingspan:** 58" (147 cm)
**Monopod**

No. 306

---

**Description**
The Monopod is a standing lamp that features a powder coated steel Boi shade with openings at the top and bottom. The shade rotates to cast directional light. The counterweighted arm adjusts up and down and swivels side to side.

**Materials**
- Shades: Powder coated aluminum
- Frame: Plated steel
- Counterweight: Powder coated steel

**Shade Color**
- Black Satin (ivory satin interior)
- Grey Gloss (grey gloss interior)
- Ivory Satin (ivory satin interior)
- Orange Gloss (ivory satin interior)
- Black Gloss (black gloss interior)
- White Gloss (white gloss interior)

Custom colors available.

**Lamping**
- US/Canada: G16.5 globe candelabra base bulb 60W max
- Europe: E14 golf ball 60W max

Note: Bulbs not included.

Halogen bulbs not recommended.

**Wattage**
- 60 watts max

**Weight**
- 15 lbs (7 kg)

**Remarks**
- Not UL listed.
- On/Off dimmer switch on cord.
- Cord color is black.
- Length approx. 10 feet.
- Indoor use and dry locations only.

**Dimensions**
- Base: 24" D x 18" W (61 D x 45 cm W)
- Max depth: 33" (84 cm)
- Height variable.
- Min height: 58" (147 cm)
- Max height: 71" (180 cm)
- Wingspan: 50" (127 cm)

---

**David Weeks Studio**

38 Walker Street
New York, NY 10013

www.DavidWeeksStudio.com

February 2017
Cement Standing Lamp

No. 307

Description
The Cement Standing Lamp features a cast cement base, finished with a stainless steel arm and the choice of a Boi or hand formed Shell shade. Shade rotates 320 degrees to direct light as needed.

Materials
Shell shade:
Powder coated aluminum
Boi shade: Powder coated steel
Frame: Stainless steel
Base: Cement

Shade Color: Boi & Shell
● Black Satin (ivory satin interior)
● Grey Gloss (grey gloss interior)
● Ivory Satin (ivory satin interior)

Shade Color: Boi Only
● Black Gloss (black gloss interior)
● Orange Gloss (ivory satin interior)
● White Gloss (white gloss interior)

Custom colors available.

Base Color
● Natural Cement
● Darkened Cement

Finish
● Stainless Steel

Lamping
US/Canada: G16.5 globe bulb 60W max
Europe: E14 golf ball 40W max
Note: Bulbs not included.
Halogen bulbs not recommended.

Wattage
Shell: 40 watts max
Boi: 60 watts max

Weight
20 lbs (9 kg)

Remarks
Available to be wired UL.
On/Off dimmer on cord.
Cord color is black;
length approx. 10 feet.
Indoor use and dry locations only.

Dimensions: Boi
14” D x 6” W x 59” H
(36 D x 15 W x 150 cm H)

Dimensions: Shell
14.5” D x 9” W x 59.5” H
(37 D x 23 W x 151 cm H)

Dimensions: Cement Base
4.75” D x 4.75” W x 8.5” H
**Loop & Hook Standing**

No. 308

---

**Description**
With the use of counterweights, the arms of the Loop & Hook adjust to differing heights. Both arms are oriented to the left or the right based on client specifications. Large bottle shades rotate 320 degrees, allowing light to be directed from side to side.

**Materials**
- **Shades:** Powder coated aluminum
- **Frame:** Plated steel
- **Counterweight:** Power coated steel

**Shade Color**
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

**Finish**
- Polished Nickel

**Lamping**
- **US/Canada:** (2) A19 or A15 60W max
- **Europe:** (2) E27 base 60W max

**Note:** Bulbs not included. Halogen bulbs not recommended.

**Wattage**
- 120 watts max

**Weight**
- 30 lbs (11 kg)

**Remarks**
- **Not UL listed.**
- **US:** Switch on shade.
- **EU:** On/Off dimmer on cord.
- Counterweights are always black. Cord color is black:
  - length approx. 10 feet.
  - Indoor use and dry locations only.

**Dimensions**
- **Base:** 22.5” W x 25” D (57 W x 64 cm D)
- **Arms:** 82” and 64” (208 cm and 163 cm)
- **Min height:** 35” (89 cm)
- **Max height:** 78” (201 cm)

---

David Weeks Studio

www.DavidWeeksStudio.com

February 2017
Torroja Standing Lamp

No. 309

**Description**
The Torroja Standing Lamp features a plated steel frame with two arms that extend over the base. Powder coated aluminum shades rotate 320 degrees, directing light up or down.

**Materials**
- Shades: Powder coated aluminum
- Frame: Plated steel

**Shade Color**
- Black Satin (ivory satin interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

**Finish**
- Polished Nickel

**Lamping**
- **US/Canada:** (2) T10 tubular incandescent bulbs 60W max
- **Europe:** (2) E27 base (tubular 32mm suggested) 60W max

Note: Bulbs not included. Halogen bulbs not recommended.

**Wattage**
- 120 watts max

**Weight**
- 30 lbs (11 kg)

**Remarks**
Available to be wired UL. Dimmer switch on cord. Cord color is black; length approx. 10 feet. Indoor use and dry locations only.

**Dimensions**
- Base: 19” W x 29” D (48 W x 74 cm D)
- 70” H x 51.5” D (178 H x 131 cm D)
Kopra Standing Lamp

No. 316

Description
Taking inspiration from one of our suspension fixtures, the Kopra Cluster, this fixture integrates the design into a standing lamp that rests on three steel legs and is topped with an elongated oval handle. The Kopra Standing Lamp features three different sizes of Boi shade, all made of powder coated steel. Each shade rotates independently with a swivel range of 320 degrees.

Materials
- Shades: Powder coated steel
- Frame: Powder coated steel

Frame & Shade Color
- Black Gloss (black gloss interior)
- Grey Gloss (grey gloss interior)
- White Gloss (white gloss interior)

Custom colors available.

Lamping
- US/Canada: (11) G16.5 globe bulb, 40W max, 20W recommended
- Europe: (11) E14 golf ball 40W max

Note: Bulbs not included.

Halogen bulbs not recommended.

Wattage
440 watts max

Weight
22 lbs (10 kg)

Remarks
- Not UL listed
- Dimmer located on cord
- Cord color is black; length approx. 10 feet
- Indoor use & dry locations only

Dimensions
- Approx diameter: 29" (74 cm)
- Height: 58" (147 cm)
# Fenta Standing Lamp

## No. 317

### Description

This standing lamp features a custom cement base, cast with precise calculations to create the groove which holds its hand bent brass arm. The arm is secured using a single wooden dowel, accented by a Boi shade. The fixed shade has two openings, casting light both up and down.

### Materials

- **Shade:** Powder coated steel
- **Frame:** Finished brass
- **Base:** Cement

**Shade Color**
- Black Satin (ivory satin interior)
- Grey Gloss (grey gloss interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

**Base Color**
- Natural Cement
- Darkened Cement

**Finish**
- Brushed Brass

### Lamping

- **US/Canada:** G16.5 globe bulb 60W max
- **Europe:** E14 golf ball 40W max

Note: Bulbs not included. Halogen bulbs not recommended.

**Wattage**
- 60 watts max

**Weight**
- 18.5 lbs (8 kg)

### Remarks

Available to be wired UL. Dimmer located on cord. Cord color is black; length approx. 10 feet. Fixed shade does not swivel. Indoor use and dry locations only.

### Dimensions

- **13” D x 7.5” W x 70” H**
- (33 D x 19 W x 178 cm H)
### Description
The Hanging Mobile is a balanced fixture, custom crafted to client specifications. With a minimum of two tiers, the Hanging Mobile can extend both horizontally and vertically. Each tier is comprised of three segments, balancing on an asymmetrical axis while allowing natural movement. Large bottle shades rotate 320 degrees.

### Materials
- **Shades:** Powder coated aluminum
- **Ceiling mount:** Powder coated steel
- **Frame:** Plated steel
- **Cable box:** Plated aluminum (for nickel finish) or brass (for brass finish)
- **Drop:** Stainless steel cable

**Shade Color**
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

**Finish**
- Polished Nickel
- Brushed Brass

**Lamping (per tier)**
- US/Canada: (3) A19 or A15 60W max
- Europe: (3) E27 base 60W max

Note: Bulbs not included. Halogen bulbs not recommended.

**Wattage**
- 180 watts max per tier

**Wattage**

- **Weight**
  - Weight varies; depends on number of tiers and dimensions.
  - Three-tier fixture: Approx. 24 lbs (11 kg)

**Remarks**
- Specify drop length.
- Specify tier diameter.
- Specify number of tiers.
- Two tier minimum (6 shades).
- White electrical cord is standard. Approx. 6" of extra cable and cord included.
- Additional weight support recommended for junction box installation.
- Indoor use and dry locations only.

**Dimensions**
- Fixture custom made based on client specifications.
- Minimum diameter: 60" (152 cm)
- Maximum diameter: 120" (3 m)
- Ceiling mount diameter: 5" (13 cm)
- Minimum overall height:
  - Two tiers: 28" (71 cm)
  - Three tiers: 35" (89 cm)
Cross Cable

No. 407

Description
The Cross Cable features a plated frame and handspun shades that rotate 320 degrees. Customizable with longer or shorter tiers. Additional tiers can be added.

Materials
- Shades: Powder coated aluminum
- Ceiling Mount: Powder coated steel
- Frame: Plated steel
- Cable box: Plated aluminum (for nickel finish) or brass (for brass finish)
- Drop: Stainless steel cable

Shade Color
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Ivory Satin (ivory satin interior)

Finish
- Polished Nickel
- Brushed Brass

Lamping (per tier)
- US/Canada: (2)A19 or A15 60W max
- Europe: (2)E14 60W max

Note: Bulbs not included. Halogen bulbs not recommended.

Wattage
- 120 watts max per tier

IMPORTANT: Identical bulbs must be used in each socket in order for fixture to properly balance.

Weight
- Weight varies; depends on number of tiers and dimensions.
- Two-tier fixture: approx. 9 lbs (4 kg)

Remarks
- Specify drop length.
- Specify tier length.
- Specify number of tiers.
- Two tier minimum (4 shades).
- White electrical cord is standard.
- Approx. 6" of extra cable and cord included.
- Additional weight support recommended for junction box installation.
- Indoor use and dry locations only.

Dimensions
- Standard tier length: 55" x 55" (140 x 140 cm)
- Tier length can be customized between 36 - 96" (92 - 244 cm)
- Ceiling mount diameter: 5" (13 cm)
- Standard distance between tiers: 7" (18 cm)
- Minimum overall height: 15" (38 cm)
**Description**
The Tri Boi is a highly customizable fixture, offering an expanding number of tiers with varying dimensions. Each tier of its plated steel frame has three arms and rotating Boi shades with openings at the top and bottom. Four standard diameters are available; measurements can also be made exactly to client specifications.

**Materials**
- Shades: Powder coated steel
- Ceiling mount: Powder coated steel
- Frame: Plated steel
- Cable hubs: Plated brass
- Drop: Stainless steel cable

**Shade Color**

- Black Gloss (black gloss interior)
- Black Satin (ivory satin interior)
- Grey Gloss (grey gloss interior)
- Ivory Satin (ivory satin interior)
- Orange Gloss (ivory satin interior)
- White Gloss (white gloss interior)

Custom colors available.

**Finish**

- Polished Nickel
- Brushed Brass

**Lamping (per tier)**

- US/Canada: (3) G16.5 globe bulb 60W max
- Europe: (3) E14 golf ball 60W max

Note: Bulbs not included.

Halogen bulbs not recommended.

**Wattage**

180 watts max per tier

**Weight**

Weight varies; depends on number of tiers and dimensions.

3-tier fixture: approx. 15 lbs (7 kg)

**Remarks (cont’d)**

White electrical cord is standard. Approx. 6” of extra cable and cord included. Additional weight support recommended for junction box installation.

Indoor use and dry locations only.

**Dimensions**

Tiers are available in four standard diameters: 39.5” / 48.5” / 56.5” / 64.5” (100 cm / 123 cm / 145 cm / 165 cm) or specify custom tier diameters.

Ceiling mount diameter: 5” (13 cm)

Standard distance between tiers: 7” (18 cm)

Minimum overall height:
- Two tiers: 13” (33 cm)
- Three tiers: 20” (51 cm)
**Oval Boi**

No. 419

---

**Description**
The Oval Boi has a plated frame with six rotating shades on two tiers: two arms on the top tier, and four arms on the bottom tier. Shades rotate 320 degrees and tiers are available in four diameters; they can also be customized to client specifications.

**Materials**
- Shades: Powder coated steel
- Ceiling mount: Powder coated steel
- Frame: Plated steel
- Cable hubs: Plated brass
- Drop: Stainless steel cable

**Shade Color**
- Black Gloss (black gloss interior)
- Black Satin (ivory satin interior)
- Grey Gloss (grey gloss interior)
- Ivory Satin (ivory satin interior)
- Orange Gloss (ivory satin interior)
- White Gloss (white gloss interior)

Custom colors available.

**Standard Finish**
- Polished Nickel
- Brushed Brass

**Lamping**
- US/Canada: (6) G16.5 globe bulb 60W max
- Europe: (6) E14 golf ball 60W max

Note: Bulbs not included. Halogen bulbs not recommended.

**Wattage**
360 watts max

**Weight**
Approx. 9 lbs (4 kg)

**Remarks**
- Specify drop length.
- Only available in two tiers.
- Specify tier diameter.
- Ceiling mount color matches specified shade.
- White electrical cord is standard. Approx. 6’ of extra cable and cord included.

**Remarks (cont’d)**
- Additional weight support recommended for junction box installation.
- Indoor use and dry locations only.

**Dimensions**
Tiers are available in four standard diameters: 39.5” / 48.5” / 56.5” / 64.5” (100 cm / 123 cm / 145 cm / 165 cm)

Standard distance between tiers: 7” (18 cm)

Minimum overall height: 13” (33 cm)
**Torroja Cross**

**No. 425**

**Description**
The Torroja Cross features a plated frame and tiers with rotating shades that cast light up or down. The number and length of tiers are fully customizable. Shades swivel 320 degrees and tiers scissor open when installed on site, arrangement is adjustable based on client specifications.

**Materials**
- Shades: Powder coated aluminum
- Frame: Plated steel
- Ceiling mount: Powder coated steel
- Drop: Plated steel rod

**Shade Color**
- Black Satin (ivory satin interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

**Finish**
- Polished Nickel
- Brushed Brass

**Lamping (per tier)**
- US/Canada: (2) T10 tubular incandescent 60W max
- Europe: (2) E27 base (tubular 32mm suggested) 60W max

Note: Bulbs not included. Halogen bulbs not recommended.

**Wattage**
- 120 watts max per tier

**Weight**
- Weight varies, depends on number of tiers and dimensions.
  - 3-tier fixture: approx. 18 lbs (8 kg)

**Remarks**
- Specify drop length.
- Fixed drop not adjustable on site.
- Two tier minimum (4 shades).
- Specify number of tiers.
- Specify tier lengths.
- Additional weight support recommended for junction box installation.

**Dimensions**
- Standard tier diameters (tier diameters can vary on one fixture):
  - 52” / 65” / 76” / 82” (132 cm / 165 cm / 193 cm / 208 cm)
- Min. length of tier: 48” (122 cm)
- Max. length of tier: 120” (3 m)
- Ceiling mount diameter: 5” (13 cm)
- Minimum overall height:
  - Two tiers: 11” (28 cm)
  - Three tiers: 15.5” (39 cm)

**Remarks (cont’d)**
- Drawings above illustrate suggested orientation.
- Indoor use and dry locations only.

**Shown above with three tiers**

---

David Weeks Studio

38 Walker Street
New York, NY 10013

www.DavidWeeksStudio.com

February 2017
Description
Balanced with an off-center counterweight, the Oseo is a single-tier fixture with a powder coated steel frame and a Boi shade extending from each of its three arms. With a swivel range of 320 degrees, each shade rotates to cast light up or down.

Materials
Shades: Powder coated steel
Frame: Powder coated steel
Ceiling mount: Powder coated steel
Drop: Stainless steel cable

Mount, Frame & Shade Color
- Black Satin (ivory satin interior for shade)
- Grey Gloss (grey gloss interior for shade)
- Ivory Satin (ivory satin interior for shade)

Custom colors available.

Hardware
- Polished Nickel
- Brushed Brass

Lamping
US/Canada: (3)G16.5 globe bulb 60W max
Europe: (3)E14 golf ball 60W max
Note: Bulbs not included.
Halogen bulbs not recommended.

Wattage
180 watts max

Weight
10 lbs (4.5 kg)

Remarks
Specify drop length.
Fixture size cannot be customized.
White electrical cord is standard.
Approx. 6” of extra cable and cord included.
Hardware includes counterweights, swivels, and top & bottom caps of hubs.
Additional weight support recommended for junction box installation.
Indoor use and dry locations only.

Dimensions
Fixture diameter: 69” (175 cm)
Fixture height: 5” (13 cm)
Ceiling mount diameter: 5” (13 cm)
Arm lengths: 48.5” / 39” / 31” (122 cm / 98 cm / 79 cm)
Minimum overall height: 5” (13 cm)
Sarus Mobile, 2-Tier
No. 428

Description
The Sarus Mobile is a carefully balanced fixture, featuring a combination of large and small Sarus shades on a plated steel frame. The powder coated aluminum shades are mounted on two tiers of differing lengths. Shades swivel 320 degrees and tiers scissor open when installed on site. Arrangement is adjustable based on client specifications.

Materials
Shades: Powder coated aluminum
Frame: Plated steel
Ceiling mount: Powder coated steel
Drop: Plated steel rod

Mount & Shade Color
- Black Satin (ivory satin interior for shade)
- Grey Gloss (ivory satin interior for shade)
- Ivory Satin (ivory satin interior for shade)

Custom colors available.

Finish
- Polished Nickel
- Brushed Brass

Lamping
US/Canada: (4)T10 tubular incandescent 60W max
Europe: (4)E27 base (tubular 32mm suggested) 60W max
Note: Bulbs not included.
Halogen bulbs not recommended.

Wattage
240 watts max

Weight
13 lbs (6 kg)

Remarks
Specify drop length.
Fixed drop not adjustable on site.
Tier lengths cannot be customized.
Additional weight support recommended for junction box installation.
Indoor use and dry locations only.

Dimensions
Tier 1: 82” (208 cm)
Tier 2: 69” (175 cm)
Ceiling mount diameter: 5” (13 cm)
Minimum overall height: 12.5” (32 cm)
Sarus Mobile, 3-Tier
No. 428

Description
The Sarus Mobile is a carefully balanced fixture, featuring a combination of large and small Sarus shades on a plated steel frame. The powder coated aluminum shades are mounted on three tiers of differing lengths. Shades swivel 320 degrees and tiers scissor open when installed on site, arrangement is adjustable based on client specifications.

Materials
Shades: Powder coated aluminum
Frame: Plated steel
Ceiling mount: Powder coated steel
Drop: Plated steel rod

Mount & Shade Color
- Black Satin (ivory satin interior for shade)
- Grey Gloss (ivory satin interior for shade)
- Ivory Satin (ivory satin interior for shade)

Custom colors available.

Finish
- Polished Nickel
- Brushed Brass

Lamping
US/Canada: (6)T10 tubular incandescent 60W max
Europe: (6)E27 base (tubular 32mm suggested) 60W max
Note: Bulbs not included. Halogen bulbs not recommended.

Wattage
360 watts max

Weight
23 lbs (10 kg)

Remarks
Specify drop length.
Fixed drop not adjustable on site.
Tier lengths cannot be customized.
Due to the length of tiers, a natural arc occurs on the longest tier.
Additional weight support recommended for junction box installation.
Indoor use and dry locations only.

Dimensions
Tier 1: 106” (269 cm)
Tier 2: 82” (208 cm)
Tier 3: 69” (175 cm)
Ceiling mount diameter: 5” (13 cm)
Minimum overall height: 19.5” (50 cm)
### Description
The Sarus Mobile is a carefully balanced fixture, featuring a combination of large and small Sarus shades on a plated steel frame. The powder coated aluminum shades are mounted on four tiers of differing lengths. Shades swivel 320 degrees and tiers scissor open when installed on site, arrangement is adjustable based on client specifications.

### Materials
- **Shades**: Powder coated aluminum
- **Frame**: Plated steel
- **Ceiling mount**: Powder coated steel
- **Drop**: Plated steel rod

### Mount & Shade Color
- Black Satin (ivory satin interior for shade)
- Grey Gloss (ivory satin interior for shade)
- Ivory Satin (ivory satin interior for shade)

Custom colors available.

### Finish
- Polished Nickel
- Brushed Brass

### Lamping
- **US/Canada**: (8) T10 tubular incandescent 60W max
- **Europe**: (8) E27 base (tubular 32mm suggested) 60W max

Note: Bulbs not included. Halogen bulbs not recommended.

### Wattage
480 watts max

### Weight
53 lbs (15 kg)

### Remarks
- Specify drop length.
- Fixed drop not adjustable on site.
- Tier lengths cannot be customized.
- Due to the length of tiers, a natural arc occurs on the longest tier.
- Additional weight support recommended for junction box installation.
- Indoor use and dry locations only.

### Dimensions
- **Tier 1**: 132.5” (337 cm)
- **Tier 2**: 106” (269 cm)
- **Tier 3**: 82” (208 cm)
- **Tier 4**: 69” (175 cm)

Ceiling mount diameter: 5” (13 cm)
Minimum overall height: 25.5” (65 cm)
**Torroja Mobile**

**No. 429**

*Single tier shown above*  
*Shown above with three tiers*

---

### Description

The Torroja Mobile is custom crafted to client specifications, built upon the frame of a Hanging Mobile. With a minimum of two tiers, the mobile can extend both horizontally and vertically. Shades swivel 320 degrees, and tiers balance on an asymmetrical axis to allow gentle movement.

### Materials

- **Shades**: Powder coated aluminum
- **Ceiling mount**: Powder coated steel
- **Frame**: Plated steel
- **Cable box**: Plated aluminum (for nickel finish) or brass (for brass finish)
- **Drop**: Stainless steel cable

**Shade Color**
- Black Satin (ivory satin interior)
- Ivory Satin (ivory satin interior)
- Custom colors available.

**Finish**
- Polished Nickel
- Brushed Brass

### Lamping (per tier)

- **US/Canada**: (3) T10 tubular incandescent 60W max
- **Europe**: (3) E27 base (tubular 32mm suggested) 60W max
- **Note**: Bulbs not included.
  - Halogen bulbs not recommended.

**IMPORTANT**: Identical bulbs must be used in each socket in order for fixture to properly balance.

**Wattage**

180 watts max per tier

**Weight**

Weight varies; depends on number of tiers and dimensions:
- 3-tier fixture: approx. 24 lbs (11 kg)

**Wattage**

180 watts max per tier

**Weight**

Weight varies; depends on number of tiers and dimensions:
- 3-tier fixture: approx. 24 lbs (11 kg)

**Remarks**

- Specify drop length.
- Two tier minimum (6 shades).
- Specify number of tiers.
- Specify tier diameter.
- White electrical cord is standard.
- Approx. 6" of extra cable and cord included.
- Additional weight support recommended for junction box installation.
- Indoor use and dry locations only.

### Dimensions

Fixtures custom made based on client specifications.
- Minimum diameter: 60" (152 cm)
- Maximum diameter: 120" (3 m)
- Ceiling mount diameter: 5" (13 cm)
- Minimum overall height:
  - Two tiers: 17" (43 cm)
  - Three tiers: 24" (61 cm)

---

**UL**  
**CE**

---

**STOREFRONT**
38 Walker Street  
New York, NY 10013

www.DavidWeeksStudio.com

February 2017
## Hennen Mobile

**No. 430**

**Description**
The Hennen Mobile is a suspension fixture comprised of two offset tiers suspended from a plated steel rod. Asymmetrical tiers are comprised of long and short shades that can be set to cast light up or down. Tiers scissor open when installed on site and arrangement is adjustable based on client specifications.

**Materials**
- **Shades:** Powder coated aluminum
- **Frame:** Plated steel & aluminum
- **Ceiling mount:** Powder coated steel
- **Drop:** Plated steel rod

**Shade Color**
- White Gloss (white gloss interior)

**Custom colors available.**

**Finish**
- Polished Nickel

**Lamping**
- **US/Canada:** (4) T10 incandescent tubular 60W max
- **Europe:** (4) E27 base (tubular 32mm suggested) 60W max

Note: Bulbs not included. Halogen bulbs not recommended.

**Wattage**
240 watts max

**Weight**
10 lbs (4.5 kg)

**Remarks**
Specify drop length.
Fixed drop not adjustable on site.
Tier lengths cannot be customized.
Additional weight support recommended for junction box installation.
Indoor use and dry locations only.

**Dimensions**
- **Upper tier:** 74.5” (189 cm)
- **Lower tier:** 59” (150 cm)
- **Ceiling mount diameter:** 5” (13 cm)
- **Minimum overall height:** 14.5” (37 cm)
**Hennen Solo**

**No. 431**

**Description**
The Hennen Solo joins two elongated shades with a central armature to create a single plane. The Solo is offered in two sizes, each comprised of shades that can be set to cast light up or down. The Hennen Solo also works well when installed in multiples.

**Materials**
- **Shades:** Powder coated aluminum
- **Frame:** Plated steel & aluminum
- **Ceiling mount:** Powder coated steel
- **Drop:** Plated steel rod

**Shade Color**
- White Gloss (white gloss interior)
  - Custom colors available.

**Finish**
- Polished Nickel

**Lamping**
- **US/Canada:** (2)T10 incandescent tubular 60W max
- **Europe:** (2)E27 base (tubular 32mm suggested) 60W max
  - Note: Bulbs not included. Halogen bulbs not recommended.

**Wattage**
- 120 watts max

**Weight**
- 10 lbs (4.5 kg)

**Remarks**
- Specify drop length.
- Fixed drop not adjustable on site.
- Specify fixture length (large or small)
- Additional weight support recommended for junction box installation.
- Indoor use and dry locations only.

**Dimensions**
- **Fixture length options:**
  - Large: 90” (229 cm)
  - Small: 59” (150 cm)
- **Ceiling mount diameter:** 5” (13 cm)
- **Minimum overall height:** 8” (20 cm)
Hennen Cross

No. 432

Description
Expanded to any angle from their symmetrical axis, the tiers of the Hennen Cross provide an expansive reach. Tiers are configured with large or small shades that can be set to cast light up or down. Additional tiers can be added, and any combination of large and small tiers can be specified.

Materials
- Shades: Powder coated aluminum
- Frame: Plated steel & aluminum
- Ceiling mount: Powder coated steel
- Drop: Plated steel rod

Shade Color
- White Gloss (white gloss interior)
- Custom colors available.

Finish
- Polished Nickel

Lamping (per tier)
- US/Canada: (2) T10 tubular incandescent 60W max
- Europe: (2) E27 base (tubular 32mm suggested) 60W max
- Note: Bulbs not included
- Halogen bulbs not recommended

Wattage
- 120 watts max per tier

Weight
- Weight varies; depends on number of tiers and dimensions.
  - 2-tier fixture: approx 15 lbs (7 kg)
  - 3-tier fixture: approx 20 lbs (9 kg)

Remarks
- Specify drop length.
- Fixed drop not adjustable on site.
- Two tier minimum.
- Specify tier lengths (large or small).
- Specify number of tiers.
- Additional weight support recommended for junction box installation.
- Indoor use and dry locations only.

Dimensions
- Tier length options:
  - Large tier: 90” (229 cm)
  - Small tier: 59” (150 cm)
- Ceiling mount diameter: 5” (13 cm)
- Minimum overall height: 14.5” (37 cm)

STOREFRONT
38 Walker Street
New York, NY 10013

www.DavidWeeksStudio.com
Description
The Kopra Burst centers around a collection of Boi shades, similar to the Kopra Cluster. Here, some of the arms extend from the central column with a longer reach, resulting in varying lengths and a wider diameter. The shades are mounted on a powder coated or brushed brass frame, each shade rotating 320 degrees to direct light independently. The column is suspended from a customizable drop, made to client specifications.

Materials
Shades: Powder coated steel
Frame: Powder coated or plated steel
Ceiling mount: Powder coated steel
Drop: Powder coated or plated steel rod

Mount & Shade Color
- Black Gloss (black gloss interior)
- Grey Gloss (grey gloss interior)
- White Gloss (white gloss interior)

Frame
- Brushed Brass
- Black Gloss
- Grey Gloss
- White Gloss

Lamping
US/Canada: (15)G16.5 globe bulb
40W max, 20W recommended
Europe: (15)E14 golf ball 40W max
Note: Bulbs not included
Halogen bulbs not recommended.

Wattage
600 watts max

Weight
25 lbs (11 kg)

Remarks
Specify drop length.
Fixed drop not adjustable on site.
Arm lengths cannot be customized.
Additional weight support recommended for junction box installation.
Indoor use and dry locations only.

Dimensions
Approx diameter: 52" (131 cm)
Ceiling mount diameter: 5" (13 cm)
Minimum overall height: 20" (51 cm)
# Kopra Cluster

**No. 434**

![Diagram of Kopra Cluster](image)

<table>
<thead>
<tr>
<th>Description</th>
<th>Materials</th>
<th>Lamping</th>
<th>Remarks</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>The Kopra Cluster groups varying sizes of Boi shades together to create a balanced form. The shades are mounted on powder coated or brushed brass arms, each extending from a central column with a shade that rotates 320 degrees to direct light independently. The column is suspended from a customizable drop, made to client specifications.</td>
<td>Shades: Powder coated steel</td>
<td>US/Canada: (11)G16.5 globe bulb 40W max, 20W recommended</td>
<td>Specify drop length. Fixed drop not adjustable on site. Additional weight support recommended for junction box installation. Indoor use and dry locations only.</td>
<td>Approx diameter: 21.5” (55 cm) Ceiling mount diameter: 5” (13 cm) Minimum overall height: 17” (43 cm)</td>
</tr>
<tr>
<td>Frame: Powder coated or plated steel</td>
<td>Ceiling mount: Powder coated steel Drop: Powder coated or plated steel rod</td>
<td>Europe: (11)E14 golf ball 40W max</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Black Gloss (black gloss interior)</td>
<td>Note: Bulbs not included. Halogen bulbs not recommended.</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Grey Gloss (grey gloss interior)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>White Gloss (white gloss interior)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Mount &amp; Shade Color</td>
<td>Lamping</td>
<td>Wattage</td>
<td>Weight</td>
<td></td>
</tr>
<tr>
<td></td>
<td>US/Canada: (11)G16.5 globe bulb 40W max, 20W recommended</td>
<td>440 watts max</td>
<td>20 lbs (9 lbs)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Europe: (11)E14 golf ball 40W max</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Note: Bulbs not included. Halogen bulbs not recommended.</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Frame</td>
<td>Brushed Brass</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Black Gloss</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Grey Gloss</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>White Gloss</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Custom colors available.</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
### Description
The Acaba is comprised of two different sized Boi shades mounted on opposite ends of a single, powder coated steel rod. Suspended by an off-center counterweight, each shade rotates 320 degrees with openings at the top and bottom for maximized light. This suspended fixture also works well when installed in multiples. Choose between two fixture sizes: large or small.

### Materials
- **Shades:** Powder coated steel
- **Frame:** Powder coated steel
- **Ceiling mount:** Powder coated steel
- **Drop:** Powder coated steel rod

#### Mount, Frame & Shade Color
- Black Gloss (black gloss interior)
- Grey Gloss (grey gloss interior)
- White Gloss (white gloss interior)

Custom colors available.

### Lamping
- **US/Canada:** (1) A19 or A15 bulb and (1) G16.5 globe bulb 60W max
- **Europe:** (1) E27 base 60W max and (1) E14 golf ball 60W max

Note: Bulbs not included. Halogen bulbs not recommended.

### Wattage
120 watts max

### Weight
8 lbs (4 kg)

### Remarks
- Specify drop length.
- Fixed drop not adjustable on site.
- Specify fixture length.
- Additional weight support recommended for junction box installation.
- Indoor use and dry locations only.

### Dimensions
- **Fixture length options:**
  - Large: 81” (206 cm)
  - Small: 67” (170 cm)

- **Arm lengths from balance point:**
  - Large: Long side: 50.5” (128 cm) / Short side: 30.5” (78 cm)
  - Small: Long side: 43” (100 cm) / Short side: 24” (61 cm)

- **Ceiling mount diameter:** 5” (13 cm)
- **Minimum overall height:** 6” (15 cm)
**OTTO One Arm Pendant**

No. 443

---

**Description**
The OTTO One Arm Pendant features a single cantilevered arm extending from a customizable drop with a naturally occurring arc. Both the arm and the drop are formed from tubular brass; the arm is completed by a powder coated aluminum shade containing a dimmable LED source. The drop has a 245 degree range of rotation from the canopy, the shade also rotates 300 degrees.

**Materials**
- **Shade**: Powder coated aluminum
- **Ceiling mount**: Powder coated aluminum
- **Frame**: Plated brass
- **Drop**: Plated brass

**Shade Color**
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

**Finish**
- Brushed Brass
- Polished Nickel

---

**Lamping**
- **LED**: Warm white 2700K
- **Lumens**: 840 (equivalent to one 60W incandescent bulb)
- **CRI**: 80+
- **LED power source**: 20W 24V class 2 dimmable
- **50,000 LED life hours (approx.)**

**Power Supply**
- USA included in canopy.
- For 220-240 volt areas, remote power supply only. Not included.

**Dimmer Compatibility**
- Dimmable with MLV/TRIAC (leading edge) switch

**Voltage / Wattage**
- 24 v / 11 watts

**Weight**
- 5 lbs (2.3 kg)

---

**Remarks**
- ETL listed.
- Specify drop length.
- Fixed drop, not adjustable on site.
- Arm length is fixed.
- Black exterior electrical cord is standard.
- Hardware finish consistent with frame finish.
- Ceiling mount consistent with shade color.
- Indoor use and dry locations only.

**Dimensions**
- **3” D x 86” W x 21” H**
  - (8 D x 218 W x 53 cm H)
- **Canopy mount**: 9” Dia. x 3.5” H (23 Dia. x 9 cm H)
- **Shade**: 1.5” Dia. x 28” L (4 Dia. x 71 cm L)
- Maximum overall height: 275” (70 cm)

---

David Weeks Studio

www.DavidWeeksStudio.com

February 2017
# OTTO Two Arm Pendant

## Description
The OTTO Two Arm Pendant features two arms extending from a customizable drop with a naturally occurring arc. The arms and the drop are formed from tubular brass. Each arm is completed by a powder coated aluminum shade containing a dimmable LED source. The drop has a 245 degree range of rotation from the canopy; each shade also rotates 300 degrees.

## Materials
- **Shade:** Powder coated aluminum
- **Ceiling mount:** Powder coated aluminum
- **Frame:** Plated brass
- **Drop:** Plated brass

### Shade Color
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

### Finish
- Brushed Brass
- Polished Nickel

## Lamping
- **LED:** Warm white 2700K
- **Lumens:** 1680 (equivalent to two 60W incandescent bulbs)
- **CRI:** 80+
- **LED power source:** 40W 24V class 2 dimmable
- **50,000 LED life hours (approx.)

### Power Supply
- **USA included in canopy.**
- **For 220-240 volt areas, remote power supply only. Not included.**

### Dimmer Compatibility
- Dimmable with MLV/TRIAC (leading edge) switch

### Voltage / Wattage
- **24 V / 22 watts**

### Weight
- 5 lbs (2.3 kg)

## Remarks
- **ETL listed.**
- **Specify drop length.**
- **Fixed drop, not adjustable on site.**
- **Arm length is fixed.**
- **Black exterior electrical cord is standard.**
- **Hardware finish consistent with frame finish.**
- **Ceiling mount consistent with shade color.**
- **Indoor use and dry locations only.**

### Dimensions:
- **4.5" D x 86" W x 42" H**
- **(11 D x 218 W x 117 cm H)**
- **Canopy mount:**
  - 9" Dia. x 3.5" H (23 Dia. x 9 cm H)
  - **Shade:**
    - 1.5" Dia. x 28" L (4 Dia. x 71 cm L)
    - **Minimum overall height:** 34.5" (88 cm)
**OTTO Double**

**No. 445**

**Description**
The OTTO Double features one arm extending from a customizable drop with a naturally occurring arc. The arm is completed by an aluminum powder coated shade on each end containing a dimmable LED source. The arm and the drop are formed from tubular brass. The drop has a 245 degree range of rotation from the canopy; each shade also rotates 300 degrees.

**Materials**
- **Shade**: Powder coated aluminum
- **Ceiling mount**: Powder coated aluminum
- **Frame**: Plated brass
- **Drop**: Plated brass

**Shade Color**
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

**Finish**
- Brushed Brass
- Polished Nickel

**Lamping**
- **LED**: Warm white 2700K
- **Lumens**: 1680 (equivalent to two 60W incandescent bulbs)
- **CRI**: 80+
- **LED power source**: 40W 24V class 2 dimmable
- **LED life hours** (approx.): 50,000

**Power Supply**
- **USA included in canopy.**
- **For 220-240 volt areas**, remote power supply only. Not included.

**Dimmer Compatibility**: Dimmable with MLV/TRIAC (leading edge) switch

**Voltage / Wattage**
- 24 v / 22 watts

**Weight**
- 5 lbs (2.3 kg)

**Remarks**
- ETL listed.
- Specify drop length.
- Fixed drop, not adjustable on site.
- Arm length is fixed.
- Black exterior electrical cord is standard.
- Hardware finish consistent with frame finish.
- Ceiling mount consistent with shade color.
- Indoor use and dry locations only.

**Dimensions:**
- 3” D x 112” W x 34.5” H (8 D x 285 W x 88 cm H)
- Canopy mount: 9” Dia. x 3.5” H (23 Dia. x 9 cm H)
- Shade: 1.5” Dia. x 28” L (4 Dia. x 71 cm L)
- Minimum overall height: 37.5” (95 cm)

---

[Image of diagrams and specifications]
Description
The OTTO L features one bent arm with an aluminum powder coated shade on each end. Both the arm and the drop are made of tubular brass. Each shade contains a dimmable LED source and rotates 300 degrees. The drop also has a 245 degree range of rotation from the canopy. Fixture is balanced by design; angle is not adjustable.

Materials
Shade: Powder coated aluminum
Ceiling mount: Powder coated aluminum
Frame: Plated brass
Drop: Plated brass

Shade Color
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Ivory Satin (ivory satin interior)
Custom colors available.

Finish
- Brushed Brass
- Polished Nickel

Lamping
LED: Warm white 2700K
Lumens: 1680 (equivalent to two 60W incandescent bulbs)
CRI: 80+
LED power source: 40W 24V class 2 dimmable
50,000 LED life hours (approx.)

Power Supply
USA included in canopy.
For 220-240 volt areas, remote power supply only. Not included.

Dimmer Compatibility:
Dimmable with MLV/TRIAC (leading edge) switch

Voltage / Wattage
24 v / 22 watts

Weight
5 lbs (2.3 kg)

Remarks
ETL listed.
Specify drop length.
Fixed drop, not adjustable on site.
Arm length is fixed.
Black exterior electrical cord is standard.
Hardware finish consistent with frame finish.
Ceiling mount consistent with shade color.
Indoor use and dry locations only.

Dimensions:
3” D x 40” W x 103” H
(8 D x 102 W x 262 cm H)
Canopy mount:
9” Dia. x 3.5” H (23 Dia. x 9 cm H)
Shade:
1.5” Dia. x 28” L (4 Dia. x 71 cm L)
Minimum overall height large: 109” (277 cm)
**Description**
The OTTO V features two aluminum powder coated shades joined together with a tubular brass bend. Each shade contains a dimmable LED source and rotates 300 degrees. The drop also has a 245 degree range of rotation from the canopy. Fixture is balanced by design; angle is not adjustable.

**Materials**
- **Shade:** Powder coated aluminum
- **Ceiling mount:** Powder coated aluminum
- **Frame:** Plated brass
- **Drop:** Plated brass

**Shade Color**
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Ivory Satin (ivory satin interior)

Custom colors available.

**Finish**
- Brushed Brass
- Polished Nickel

**Lamping**
- **LED:** Warm white 2700K
- **Lumens:** 1680 (equivalent to two 60W incandescent bulbs)
- **CRI:** 80+
- **LED power source:** 40W 24V class 2 dimmable
- **50,000 LED life hours (approx.)**

**Power Supply**
- USA included in canopy.
- For 220-240 volt areas, remote power supply only. Not included.

**Dimmer Compatibility:**
Dimmable with MLV/TRIAC (leading edge) switch

**Voltage / Wattage**
- 24 v / 22 watts

**Weight**
- 5 lbs (2.3 kg)

**Remarks**
- ETL listed.
- Specify drop length.
- Fixed drop, not adjustable on site.
- Arm length is fixed.
- Black exterior electrical cord is standard.
- Hardware finish consistent with frame finish.
- Ceiling mount consistent with shade color.
- Indoor use and dry locations only.

**Dimensions:**
- 3" D x 50" W x 37" H
- (8 D x 127 W x 94 cm H)
- Canopy mount: 9" Dia. x 3.5" H (23 Dia. x 9 cm H)
- Shade: 1.5" Dia. x 28" L (4 Dia. x 71 cm L)
- Minimum overall height: 42.5" (108 cm)
Description
The OTTO X features two intersecting arms made of tubular brass, each featuring a pair of aluminum powder coated shades. Both arms extend from a customizable drop with a naturally occurring arc; all four shades contain dimmable LED. The drop has a 245 degree range of rotation from the canopy; each shade also rotates 300 degrees.

Materials
Shade: Powder coated aluminum
Ceiling mount: Powder coated aluminum
Frame: Plated brass
Drop: Plated brass

Shade Color
- Black Satin (ivory satin interior)
- Grey Gloss (ivory satin interior)
- Ivory Satin (ivory satin interior)
Custom colors available.

Finish
- Brushed Brass
- Polished Nickel

Lamping
LED: Warm white 2700K
Lumens: 3360 (equivalent to four 60W incandescent bulbs)
CRI: 80+
LED Power Source: 60W 24V class 2 dimmable
50,000 LED life hours (approx.)

Power Supply
USA included in canopy.
For 220-240 volt areas, remote power supply only. Not included.

Dimmer Compatibility:
Dimmable with MLV/TRIAC (leading edge) switch

Voltage / Wattage
24 v / 44 watts

Weight
10 lbs (4.5 kg)

Remarks
ETL listed.
Specify drop length.
Fixed drop, not adjustable on site.
Arm length is fixed.
Black exterior electrical cord is standard.
Hardware finish consistent with frame finish.
Ceiling mount consistent with shade color.
Indoor use and dry locations only.

Dimensions:
4.5" D x 135.5" W x 86.5" H
(11 D x 344 W x 220 cm H)
Canopy mount:
9" Dia. x 3.5" H (23 Dia. x 9 cm H)
Shade:
13.5" Dia. x 28" L (4 Dia. x 71 cm L)
Minimum overall height: 90.5 in (230 cm)
Canopy
Ball & Bracket
Shade